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Without Speed Regulator
Short Design
Safety Lever, Right-rotation

Model
Part No.

GDS 030-300SX
6060516A

GDS 030-450SX
830496C

Krátké provedení
Twist Valve, Right-rotation Part No. GDS 030-300SY

830495D
GDS 030-450SY
830496D

Speed (no load) min-1 (rpm) 30 000 45 000
Max. power output W (hp) 300 (.40) 300 (.40)
Air consumption (no load) m3/min (cfm) 0,45 (15.89) 0,50 (17.66)
I.D. of air inlet hose mm (in) 6 (.24) 6 (.24)
Max. Ø of grinding tip mm (in) 20 (.79) 20 (.79)
Max. Ø of grinding insert mm (in) 6 (.24) 10 (.39)
Weight of tool (without hoses)
(weight of hoses 0,5 kg)

kg (lbs) 0,28 (.62) 0,28 (.62)

Length of supply/exhaust hose m (in) 2 / 1,25 2 / 1,25
Dimensions Ø DxL mm (in) 35x143

36x140
(1.4x5.6)
(1.4x5.5)

35x143
36x140

(1.4x5.6)
(1.4x5.5)

Air connection Nipple Nipple
Specifications at 90 psi (6,3 bar)

Short Design

Standard Equipment: Part Number

Collet Ø 6 mm 830648
Spanner 6/9 mm 830649
Spanner 11 mm 805491

Optional Accessories: Part Number

Collet Ø 3 mm 830650
Collet Ø 4 mm 830702
Collet Ø 5 mm 830703
Collet Ø 1/8“ 830651
Collet Ø 3/16“ 830652
Collet Ø ¼“ 830653

SPECIFICATIONS - GRINDERS WITH COLLETS - 300 W (.40 HP), Short Design
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Without Speed Regulator
Design with Extended Spindle
Safety Lever, Right-rotation

Model
Part No.

GDS 030-300QX
6060906A

Design with Extended Spindle
Twist Valve, Right-rotation

Model
Part No.

GDS 030-300QY
6060904A

Speed (no load) min-1 30 000
Max. power output W 300 (.40)
Air consumption (no load) m3/min 0,45 (15.89)
I.D. of air inlet hose mm 6 (.24)
Max. Ø of grinding tip mm 10 (.39)
Max. Ø of grinding insert mm 6 (.24)
Weight of tool (without hoses)
(weight of hoses 0,5 kg)

kg 0,40 (.88)

Length of supply/exhaust hose m 2 / 1,25 (6.6/4.1)
Dimensions Ø DxL mm 35x284

36x281
(1.38x11.2)
(1.42x11)

Length L1 mm 180
177

(7.08)
(6.97)

Length L2 mm 104 (4.09)
Air connection Nipple

Specifications at 90 psi (6,3 bar)

Grinders with Extended Spindle are best used to reach tight spots, such as on cars in the 
auto industry. 

Standard Equipment: Part Number

Spanner 8 mm 800399
Spanner 11 mm 805491

SPECIFICATIONS - GRINDERS WITH COLLETS - 300 W (.40 HP)
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