








5

SPECIFICATIONS - ANGLE GRINDERS WITH ANGLE GEAR

For grinding discs Max. Ø Ø 180 mm (7“) Ø 180 mm (7“) Ø 230 mm (9“) Ø 230 mm (9“)
Safety lever on handle Model

Part No.
GA 818-190BX GA 818-250BX GA 823-190BX GA 823-250BX

facing downwards 6061275C 6060970C 6061275D 6060971C
Speed (no load) min-1 (cfm) 8 350 8 500 6 650 6 640
Max. power output kW (hp) 1,9          (2.55) 2,5          (5.51) 1,9          (2.55) 2,5         (5.51)
Air consumption (no load) m3/min (cfm) 1,0          (35.1) 1,3          (45.9) 1,0          (35.1) 1,5         (52.9)
Air consumption (under load) m3/min (cfm) 2,2          (77.7) 2,6          (9.8) 2,2          (77.7) 2,9           (102.4)
I.D. of grinding disc mm (in) Ø 22,23  (29.8) Ø 22,23  (29.8) Ø 22,23  (29.8) Ø 22,23  (29.8)
Thickness of grinding disc mm (in) 4;6;8       (.16,.24,.32) 4;6;8;10  (.16,.24,.32,.39) 4;6;8       (.16,.24,.32) 4;6;8       (.16,.24,.32)
Thickness of cutting-off disc mm (in) 2,5;3,2    (.10,.13) 2,5;3,2    (.10,.13) 2,5;3,2    (.10,.13) 2,5;3,2    (.10,.13)
Max. radial speed m/s (ft/s) 80           (262.4) 80           (262.4) 80           (262.4) 80           (262.4)
I.D. of air inlet hose mm (in) 16           (.63) 16           (.63) 16           (.63) 16           (.63)
Dimensions LxH mm (in) 323x119 (12.7x4.7) 347x121 (13,67x7.76) 323x119 (12.7x4.7) 347x121 (13,67x7.76)
Max. cutting depth mm (in) 58           (2.28) 54           (2.13) 83           (3.27) 79            (3.11)
Weight kg (lbs) 3,3          (7.28) 4,4          (9.7) 3,6            (7.93) 4,7         (10.36)
Spindle thread M14 M14 M14 M14
Air connection thread 1/2“female thread 1/2“female thread 1/2“female thread 1/2“female
Specifications at 90 psi (6,3 bar) 

Design - Angle Grinders with Angle Gear - for grinding discs of type 27, 41/42: - Ø 180 mm, 230 mm. 
Because of the reduced head height, it is possible to use these grinders in hard-to-reach areas. With 
vane motor.

Standard Equipment: Part Number

Pin wrench 828832 828832 828832 828832
Allen key 5 mm - 800448 - 800448
Ring 18x2 mm - 802517 - 802517
Plug G1/2“ 6013767 6013767 6013767 6013767

Optional Accessories: Part Number

Nipple - 6072227 - 6072227
Swivel connector G1/2“ 6078628 6078628 6078628 6078628
Hose nozzle, turnable, G1/2“ 6021377 6021377 6021377 6021377
Additional handle - 6018524A - 6018524A
Clamping nut (for type 41) 310186 - 310184 -
Suction (Abrasive Disks Type 27, 41/42) 6022710A - 6022710A -

Optional Accessories:
Additional handle
Part No. 6018524A

Swivel connector G1/2“
Part No. 6078628 The swivel is an ingenious multi-di-

rectional connector. The swivel 
connector bends and rotates 360° 
in all directions while the hose stays 
straight. 
Your Advantages: Improved ergo-
nomics, less strength is needed to 
move around tool and hose.  
Reduced hose wear. High flow 
capacity and low pressure drop. 
Strong and durable for long life-
time.

Hose nozzle, turnable, G1/2“
Part No. 6021377

GA 818-190BX
GA 823-190BX

GA 818-250BX
GA 823-250BX

Suction (Abrasive Disks 
Type 27, 41/42)
Part No. 6022710A
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SPECIFICATIONS - TURBINE ANGLE GRINDERS WITH ANGLE GEAR        

Design - Angle Grinders with Angle Gear - for grinding discs of type 27, 41/42: Ø 125 mm, 150 mm,    
180 mm. Because of the reduced head height, it is possible to use these grinders in hard-to-reach 
areas. With turbine motor.

GAT 812-221/260BX
GAT 815-260BX
GAT 818-260BX

GAT 812-221/260BX-M14
GAT 815-260BX-M14
GAT 818-260BX-M14

Optional Accessories: Part Number

Filter, porosity of 20µ 6021281A 6021281A 6021281A 6021281A
Oil set for oil change in head 790083A 790083A 790083A 790083A
Hose set (4-meter hose, LW 13 mm) 315130A 315130A 315130A 315130A
Swivel connector, G1/2“ 6078628 6078628 6078628 6078628
Hose nozzle, turnable G1/2“ 6021377 6021377 6021377 6021377
Hose nozzle G1/2“/LW 16 + ring 6013767+802517 6013767+802517 6013767+802517 6013767+802517
Chucking flange (replacement for the autobalancer) 310802 *) 310802 *) 310471 *) 310471 *)
Chucking nut for cutting-of disc Ø 180 mm - - - 101524
Chucking nut 1) - - 310186 310186
Assembly device 1) 6095043 6095043 6095009 6095009
Rubber backing pad 805174 805174 6022420 310324
Safety Guard – Suction Kit (Abrasive Disks Type 27, 41/42) 6022661A 6022661A 6022734A 6022679A 1)

Safety Guard – Suction Kit (Support Disk) 1) 6022666A 6022666A - 6022681A 1)

Standard Equipment: Part Number

Allen key 4 mm (only for grinders with M14-thread) 800447 800447 800447 800447
Allen key 5 mm 800448 800448 800448 800448
Pin wrench (only for grinders with M14-thread) 828832 828832 828832 828832
Nipple 6072227 6072227 6072227 6072227

For grinding discs Max. Ø Ø 125 mm Ø 125 mm Ø 150 mm Ø 180 mm
Safety lever, Model

Part No.
GAT 812-221BX GAT 812-260BX - GAT 818-260BX

with flanges 310519B 310519C 310687A
Safety lever,
with spindle thread M14

Model
Part No.

GAT 812-221BX-M14
310519H

GAT 812-260BX-M14
310519F

GAT 815-260BX-M14
310687C

GAT 818-260BX-M14
310687D

Speed (no load) min-1 (rpm) 12 000 12 000 10 200 8 500
Max. power output kW (hp) 2,2          (2.95) 2,6          (3.49) 2,6           (3.49) 2,6           (3.49)
Air consumption (no load) m3/min (cfm) 0,56        (19.8) 0,63        (22.2) 0,63         (22.2) 0,63         (22.2)
Air consumption (under load) m3/min (cfm) 2,0          (70.6) 2,25         (79.4) 2,25         (79.4) 2,25         (79.4)
I.D. of grinding disc mm (in) Ø 22,23  (29.8) Ø 22,23  (29.8) Ø 22,23   (29.8) Ø 22,23   (29.8)

Thickness of grinding disc mm (in) 4;6          (.16,.24)
4;6;8       (.16,.24,.32)

4;6          (.16,.24)
4;6;8       (.16,.24,.32)

4;6;8;10   
(.16,.24,.32,.39)

4;6;8;10   
(.16,.24,.32,.39)

Thickness of cutting-off disc mm (in) 2;2,5;3,2 (.08,.10,.13) 2;2,5;3,2 (.08,.10,.13) 2;2,5;3,2  (.08,.10,.13) 2;2,5;3,2  (.08,.10,.13)
Max. radial speed m/s (ft/s) 80           (262.4) 80           (262.4) 80            (262.4) 80            (262.4)
I.D. of air inlet hose mm (in) 13           (.47) 13            (.47) 13            (.47) 13            (.47)

Dimensions LxH mm (in) 299x98   (11.8x3.9) 299x98    (11.8x3.9) 313x109  (12.3x4.3) 313x106  (12.3x4.2)
313x109  (12.3x4.3)

Max. cutting depth mm (in) 38,5        (1.52) 38,5         (1.52) 44            (1.73) 59            (2.32)

Weight kg (lbs) 2,2          (4.85)
2,3             (5.07)

2,2          (4.85)
2,3             (5.07) 2,8           (6.17) 2,8           (6.17)

3,0           (6.61)

Spindle thread -
M14

-
M14

-
M14

-
M14

Air connection thread 1/2“female thread 1/2“female thread 1/2“female thread 1/2“female
Specifications at 90 psi (6,3 bar) 

1) only for grinders with M14-thread                                                                  *) On request we can offer you the grinders without auto-balancer, please order chucking flange - Part No. 310471/310802

Machine automatically 
shuts-off at overload.

Anti-vibration side 
handle (change-over 
to left-hander opera-
tion possible)

Oil-free and maintenance-free 
operation, turbine motor does 
not require airline lubrication

Effi ciency, ergonom-
ic – perfect handling 
due to the grip and 
ergonomic form. The 
handle allows a rota-
tion of 90°.

Optimal power to weight ratio, maximum 
material removal, double power (Grinder 
with turbine motor achieves double power 
and half weight in comparison with con-
ventional grinders vane. Therefore making 
same work takes less time.)

Internal micro-fi lter in the handle, which 
prevents the penetration of dust particles.
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Optional Accessories: 
Swivel connector G1/2“
Part No. 6078628

The swivel is an ingenious multi-di-
rectional connector. The swivel 
connector bends and rotates 360° 
in all directions while the hose stays 
straight. 
Your Advantages: Improved ergo-
nomics, less strength is needed to 
move around tool and hose.  
Reduced hose wear. High flow 
capacity and low pressure drop. 
Strong and durable for long life-
time.

Hose nozzle, turnable, G1/2“
Part No. 6021377

Optional Accessories: Part Number

Hose set (4-meter hose, LW 19 mm) 418710A 418710A
Oil set for oil change in head 790083A 790083A
Swivel connector G1/2“ 6078628 6078628
Hose nozzle G1/2“ 6021377 6021377
Chucking flange 310184 310184
Rubber backing pad 310324 310324
Air connection, turnable 310690A 310690A

Standard Equipment: Part Number

Pin wrench 828832 828832
Nipple 6013767 6013767

For grinding discs Max. Ø Ø 180 mm (7“) Ø 230 mm (9“)
Safety lever Model

Part No.
GAT 818-451BX GAT 823-451BX
418193F 418193G

Speed (no load) min-1 (rpm) 8 500 6 400
Max. power output kW (hp) 4,5                           (6.03) 4,5                           (6.03)
Air consumption (no load) m3/min (cfm) 1,2                           (42.37) 1,2                           (42.37)
Air consumption (under load) m3/min (cfm) 3,3                           (116.5) 3,3                           (116.5)
I.D. of grinding disc mm (in) Ø 22,23                   (29.8) Ø 22,23                   (29.8)
Thickness of grinding disc mm (in) 4;6;8;10                   (.16,.24,.32) 4;6;8                        (.16,.24,.32)
Thickness of cutting-off disc mm (in) 2;2,5;3,2                  (.08,.10,.13) 2;2,5;3,2                  (.08,.10,.13)
Max. radial speed m/s (ft/s) 80                            (262.4) 80                            (262.4)
I.D. of air inlet hose mm (in) 19                            (.75) 19                            (.75)
Dimensions LxH mm (in) 324x125                  (12.8x4.9) 324x125                  (12.8x4.9)
Max. cutting depth mm (in) 51                            (2.01) 76                          (2.99)
Weight kg (lbs) 4,0                           (8.81) 4,2                         (9.26)
Spindle thread M14 M14
Air connection thread 1/2“female thread 1/2“female
Specifications at 90 psi (6,3 bar)  

SPECIFICATIONS - TURBINE ANGLE GRINDERS WITH ANGLE GEAR      

Design - Angle Grinders with Angle Gear - for grinding discs of type 27, 41/42: Ø 180 mm, 230 mm. 
Because of the reduced head height, it is possible to use these grinders in hard-to-reach areas. With 
turbine motor.

GAT 818-451BX

Machine automatically 
shuts-off at overload.

Anti-vibration side 
handle (change-over 
to left-hander opera-
tion possible)

Oil-free and maintenance-free operation, 
turbine motor does not require airline lu-
brication

Effi ciency, ergono-
mic – perfect handling 
due to the grip and er-
gonomic form. 

Optimal power to weight ratio, maximum material removal, double power (Grinder with turbine 
motor achieves double power and half weight in comparison with conventional grinders vane. 
Therefore making same work takes less time.)

Internal micro-fi lter in the handle, which 
prevents the penetration of dust particles.

Anti-vibration side 
handle (change-over 
to left-hander opera-
tion possible)

Effi ciency, ergono-
mic – perfect handling 
due to the grip and er-
gonomic form. 

Optimal power to weight ratio, maximum material removal, double power (Grinder with turbine 
motor achieves double power and half weight in comparison with conventional grinders vane. 

prevents the penetration of dust particles.



DEPRAG CZ a.s., T. G. Masaryka 113, 507 81 Lázně Bělohrad
Tel.: +420-493 771 511, Fax: +420-493 771 623, E-mail: sales@deprag.cz, Internet: www.deprag.cz ©
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